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AeroMerino

An innovative approach to sheepskin, AeroMerino is offered in 24” x 42” rectangular panels that ensure 
perfectly clear and consistent cutting areas without holes. This allows the ultimate in yields and production 
efficiency. AeroMerino is produced with the finest Australian Merino Wool, which naturally features 
denser and softer hair for a more upright loft, more cushion, and more breathability. The high quality of 
AeroMerino also allows the sheepskin to retain its natural oils, preventing it from drying out as quickly.

Applications: Aviation

Flammability Resistance: FAR 25.853(a) and Appendix F, Part I, para. (a)(1)(ii); 12 seconds Vertical

Raw Material: Australian Merino Wool

Hair Length: .75" to 1.0"
Panel Size: 24" x 42" rectangle

Color Fastness to Crocking (Dry): AATCC TM8-2016e(2022)e: 4.5

Color Fastness to Crocking (Wet): AATCC TM8-2016e(2022)e: 4.5

Color Fastness to Light: (AATCC TM16.3-2020) Option 3 Xenon Arc Lamp: 4.5

AeroMerino



AeronMerino

508 
SAND

509 
TRUFFLE

507 
PEWTER

512 
CAMEL

501 
WHITE

513 
INDIGO

506
AMBER

502 
CAFE

503 
GREY

505
CREAM

511
BURGUNDY

514 
CAPPUCCINO

500 
BLACK

510 
SILVER

504
HONEY
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