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AllAperto

Designed specifically for outdoor* environments, AllAperto offers the rustic, natural beauty of the finest leather
while delivering superior technical performance for both indoor and outdoor spaces. Crafted using state-of-
the-art technology and the finest European hides, AllAperto combines exceptional durability and flexibility with
luxurious softness and comfort. As a high-performance leather, it is ideal for high-traffic hospitality, workplace,
and residential environments.

Produced in compliance with REACH (EC 1907/2006) standards to enhance human and environmental health,
AllAperto is processed using low-emission mineral tanning formulas that are environmentally responsible. The
hides are re-tanned in aged oak drums with vegetable agents, natural fat liquors, oils, and dyes, ensuring deep,
uniform dye penetration. Natural variations in color may occur within the same dye lot.

*Intended for use in transitional, non-direct exposure outdoor environments.

Applications: Indoor/Outdoor, Workplace, Hospitality, Residential, Aviation

Raw Material: Top selection South German hides

Thickness: 1.1 - 1.2 mm

Weight: 2.75 - 3.00 oz

Hide Size: Average 50 sqft

Light Resistance (Xenon Test): DIN EN ISO 105-B02: = 7 blue scale

Finish Adhesion: EN ISO 11644-2009: = 3 N10/mm

Color Fastness to Rubbing: ISO 11640: 2018 (Dry rubs: 1000 = = 5 GSR)

Color Fastness to Rubbing: ISO 11640: 2018 (Wet rubs: 250 = = 4 GSR)

Abrasion: Wyzenbeek (ASTM D4157-13): 100,000 Rubs

Perspiration Fastness: ISO 11641: 2012 (250 = = 4 GSR)

Tear Resistance: UNI EN ISO 3377-12012: = 40 N/1.0 mm

Resistance to Freezing: UNI EN ISO 17233-2005: 1 h -30c, no cracking of finish

Flexometer: UNI EN ISO 5402-1: 2017: 60,000 cycles, no damage to finish

Elongation at Break: |.U.P. 6 — UNI 3376: 50/70%

Mildew Resistance: I1SO 846: 2019 Method A, no growth

Color Fastness to Water/Pool (Chlorine): UNI EN ISO 105-E03 2010: 4/5 Blue scale

Color Fastness to Sea Water (Salted): UNI EN ISO 105-E02 2013: 5 Blue scale

Water Permeability: UNI 4818-26:1992: gr/mg/24h: 570

Water Repellency: AATCC 22-2010: 90

Soil/Stain Release: AATCC 130-2018 (24 hr exposure): Grade 5 represents best stain removal. Nail polish remover (5),
Betadine (2), Bleach (1), Urine (4), Blood (5). Fluid Resistance: Red wine (5), Beer (5), Whiskey (5), Cola (5), Coffee (2), Red
Bull (5) Mayonnaise (5),0live Oil (5), Ketchup (5), Vegetable oil (5), Chocolate (melted) (5), Lipstick (2), Lysol (5), Formula
409 (5), Windex (5). Test procedure modified to clean stains with 1 part household bleach/10 parts water solution.
Ageing UV-A Light-200 Hours Outdoors (All Colors): EN ISO 4892-1 2016: = 5 Blue scale

Color Fastness to Weathering Artificial Light (All Colors): UNI EN ISO 105-B04: 2000: = 5 GSR

Flammability Resistance: UFAC 1, CALTB 117-2013, NFPA 260, BS-5852

Origin: Italy
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